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1 Specification sheet 

Specification Sheet 

Customer: Siemens Tanjin Ziehl-Abegg contact no.: 

Product identification 

Line Part Number Part Nomenclature 

1 112305/5721067 RG28P-4EK.4I.1R 

Applicable Documents 

Doc. Type Doc. No. & Title Doc. Rev. 

Ziehl-Abegg catalogue Centrifugal fans 0 

Dimension Drawing L-AL-4327 0 

Technical Data 

Bearing type Ball bearing DIN625 

Size 6002-2Z C3 

Applicable Standards DIN ISO IEC 

Application Moisture and hot climate protection 

Supply voltage 1~ 230 V ±10% 50 Hz 

1~ 230 V ±10% 60 Hz 

Motor power 0.69 kW (50Hz) 

Minmal pressure drop PsF min. 250Pa (50Hz) 

PsF min. 450Pa (60Hz) 

Motor protection IP10 

Motor insulation class 155 (previous: insulation class F) 

Impregnation Standard Impregnation 

Number of poles 4 

Speed 1360 rpm (50Hz) 

1440 rpm (60Hz) 

Motor current 3.0 A (50 Hz) 

4.5 A (60 Hz) 

Motor-Recognized Component E111399 ZA-155 

UL file no. MK106-4EK.14.U 
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2 Final drawings 

2.1 Assembly drawing (L-AL-4327) 
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3 Connection diagram (104XB)
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Fan performance curve 
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