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EC axial fans - HyBlade®

Ø 990

– Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Insertion part made of sheet aluminium, extrusion-coated in PP plastics
Rotor: Coated in black
Electronics enclosure: Die-cast aluminium, coated in black

– Number of blades: 5
– Direction of rotation: clockwise, seen on rotor
– Type of protection: IP 54 (acc. to EN 60529)
– Insulation class: "F"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

*3G 990 M3G 150-FF

subject to alterations (1) Nominal data in operating point with maximum load and 400 VAC

VAC Hz rpm kW A Pa °C kg

3~ 380-480 50/60 740 1,16 1,80 105 -25..+70 22,7

Cu
rv

e

No
m

in
al

vo
lta

ge
ra

ng
e

Fr
eq

ue
nc

y

Sp
ee

d/
rp

m
(1

)

M
ax

.o
pe

ra
tiv

e
ra

ng
e

Pe
rm

.a
m

b.
te

m
p.

M
ax

.
po

w
er

in
pu

t(1
)

M
ax

.
cu

rr
en

td
ra

w
(1

)

-5°

Bl
ad

e
an

gl
e

A p. 38 / L5)

p. 38 / L5)*3G 990 M3G 150-IF 3~ 380-480 50/60 820 1,64 2,50 135 -25..+60 25,7-5° B

p. 38 / L5)*3G 990 M3G 150-NA 3~ 380-480 50/60 960 2,58 4,00 180 -25..+70 31,2-5° C
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Drawings
p. 32 ff.

Electr. connections
p. 38 ff.

A3G 990-AW22 -01 W3G 990-GW22 -01 S3G 990-BW22 -01

Without
attachments

With guard grille
for full nozzle

With full
square nozzle
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"V"

� "V" � "V" � "V"

A3G 990-AY28 -01 W3G 990-GY28 -01 S3G 990-BY28 -01"V"

A3G 990-AZ02 -01 W3G 990-GZ02 -01 S3G 990-BZ02 -01"V"

– Technical features: See electrical connections p. 38 ff.
– EMC: Interference emission acc. to EN 61000-6-3

Interference immunity acc. to EN 61000-6-2
Harmonics acc. to EN 61000-3-2/3

– Leakage current: < 3.5 mA acc. to EN 61800-5-1
– Terminal box: Electrical connection via terminal strip
– Protection class: I (acc. to EN 61800-5-1)
– Product conforming to standards: CE
– Approvals: VDE, CCC, GOST are applied for; UL, CSA on request
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A3G 990-AW22 -01
A3G 990-AY28 -01

EC axial fans - HyBlade®

Ø 990 with motor M3G150, drawings for direction of air flow "V"

Without attachments Type Mass
[kg]

22,7

25,7

With full square nozzle Type Mass
[kg]

W3G 990-GW22 -01
W3G 990-GY28 -01

52,9

55,9

With guard grille for full nozzle Type Mass
[kg]

S3G 990-BW22 -01
S3G 990-BY28 -01

32,7

35,7
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323,5
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A3G 990-AZ02 -01 31,2 289,5 70,0

W3G 990-GZ02 -01 61,4 336,0

S3G 990-BZ02 -01 41,2 116,0 173,5
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