
iQ 3620

subject to alterations

90 51,5220-240 50/60 1300 20 -40..+50
115 50/60 1550 20 -40..+50 0,8
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iQ-motor

Nominal data Dimensions

Type

iQ 3608

V Hz rpm W °C kg a b

74 43,5220-240 50/60 1300 3 -40..+50
115 50/60 1550 3 -40..+50 0,5

No
m

in
al

vo
lta

ge

Fr
eq

ue
nc

y

Sp
ee

d/
rp

m

Ou
tp

ut
ca

pa
ci

ty

Pe
rm

.a
m

b.
te

m
p.

M
as

s

82 43,5220-240 50/60 1300 10 -40..+50
115 50/60 1550 10 -40..+50 0,6iQ 3612

– Material:
Housing: Die-cast aluminium

– Direction of air flow: "V" and "A"
(depending on axial impeller used)

– Direction of rotation: Counterclockwise,
seen on shaft end

– Type of protection: IP 42 (only with
horizontal shaft), optional IP 54 (any shaft
position)

– Insulation class: "H"
– Mounting position: Any
– Mode of operation: Con. operation (S1)
– Bearings: Maintenance-free ball bearings

– Motor protection: Via electronics
– Electrical connection: Mains cable
– Protection class: I
– Approvals: TÜV; UL (in progress)
– Mounting attachment parts:

Guard grille and wall ring are attached to
the projecting thread ends on the A side

– Axial impeller attachment:
A plastic adapter with catching peg and
M4 screw is used to secure the impeller
on the motor shaft
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Guard grille
p. 44

Axial impeller
p. 43

Basket guard grille
p. 44

Wall ring
p. 45

Mounting bracket
p. 46
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Direction of rotation

A-side

A-sideB-side

Direction of rotation

A-side

A-sideB-side

B-side

Depth of screw
max. 5 mm

Standard design

Multi-function design (only iQ 3612)
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