Low pressure fans Agriculture

Size 400 03/2016
FE2owlet-ECDblue
for single phase alternating current, 200-277 V FNO4O
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Description
Motor technology: EC
Rated voltage U,: 1~ 200-277 V* 100 400

Rated frequency f: 50/60 Hz*
Input power P_ : 0.82 kW~
Rated current | : 4.20- 3.40 A*
Rated speed n,: 1950 min'*
Thermal class: THCL155* 0
Min. permitted ambient temperature tomin” -35 °C 0 1.000 2.000 3.000 4.000 5.000 6.000 7.000
Max. permitted ambient temperature tR(max,: 60 °C q, [m¥h]

Electrical connection: Integrated controller with attached cable
Number of blades: 7

Degree of protection : IP55

Measured in full bell mouth without guard grille in installation type A according

Motor protection: Integrated active temperature management to ISO 5801.
Blades: High Performance Composite Material, uncoated,
black
Rotor: Aluminium, 1 coat paint, ultramarine blue
Conformity: ErP 2015, CE, UL
ErP-data
Efficiency ng,.,: 39.3 %
Efficiency: N, =46.2/N__ =40™
EC controller integrated
* Rated data
**ErP 2015
Connection diagram Page 173
0-10V  1360-389
10-0V
System components Page 110
Dimensions mm
Airflow direction A
Design T - for installation in chimney ex- Design Q - square full bell mouth, without Design Q - square full bell mouth, guard
hausts, without guard grille guard grille grille suction side
Oz A, 4% 2 A,
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Wall ring plate made of composite material Wall ring plate made of composite material
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Agriculture Low pressure fans
03/2016 Size 400

Performance data

Type Characteristic Speed Operating point ~ Current Input power Acoustic pres- Specific power
curve sure level 7m
n | Psys LpA Pspez
min~' A W dB(A) Wh/1000m3
FNO040-ZI_.DC._7P5 | 1950 @ 4.60 1050
® 3.60 800 197.7
® 3.20 720 5 107.5
@ 3.30 740 55 114.2
Il 1560 ® 2.50 540
® 1.95 420 129.3
@) 1.75 380 50 70.9 s
1.80 390 49 77.7 =
1]l 1170 ® 1.15 240 =
0.92 190 77.9 £
@ 0.82 170 43 43.3 -
IV 780 ® 0.44 85
® 0.38 70 425
0.36 65 33 241

Current values determined at 230V

Fan ordering information

Airflow direction A

Q (guard grille suction

Low pressure

Design T (without guard grille) Q (without guard grille) side)
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Type FNO040-ZIT.DC.A7P5 FNO040-ZIQ.DC.A7P5 FNO040-ZIQ.DC.A7P5
0-10 V
Article no. 168977 168978 168979 "
10-0V £5
Article no. 169688 169689 169690 2s
. Wall ring plate made of Wall ring plate made of B E
Wall ring plate ; ) : ) 1<)
composite material composite material o
Weight kg 9.40 12.70 14.20
Supply temperature -10°C - max 40°C in design with wall ring plate made of composite material
Control technology
Control module UNIcon Zenec switch _3
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